
   

 

Manufacturer may have Stop Block in place. 

DIRECTIONS  

 

1. Fasten the drive in a sturdy position and remove the OEM pin out from the top of the drive. 

A. Insert the Torq-Pin into the holes of the bails/

ears to align pin placement. 

B. The connector on the Torq-Pin must be facing up 

and parallel with the drive. (Use a level to assure cor-

rect placement). 

 

C. The Torq-Pin has a flat spot on the bottom. Mark the place-

ment of the flat area as this is where you will need to secure 

the pin with a bolt on, or a  bar welded to the bails/ears. This 

will keep the Torq-Pin in position with the drive to ensure accu-

rate torque readings.  

A 

B 

C 
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D.  Bolt or weld a stopper into place 

________________________________________________________________________________________ 

WARNING: Do not ground to the Torq-Pin. Tack the sides of the stopper, then remove the Torq-Pin before 

solidly welding the stopper in place. Too much heat may affect the “CPU” board.  

________________________________________________________________________________________ 

3.  Replace the knuckle/wishbone and push the Torq-Pin into the drive as 

           far as it will go, ensuring the connector is always  facing up. 

____________________________________________________________________________________ 

WARNING:  Do not hammer or tap the Torq-Pin into place. This action will damage the “CPU” and void 

the warranty.  

______________________________________________________________________________________________ 

 

D 
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 A.  When placing a large heavy Torq-Pin, it is advisable to use 

the threaded rod  and nuts (supplied) to draw the Torq-Pin through the 

bails/ears. 

B.  Assemble rod as shown 

C.  Position the 2 end nuts on the rod and adjust according to the 

amount of rod you will require to effectively pull the Torq-Pin 

through the bails. Using 2 wrench’s tighten the end nuts against 

one another. 

 

A 

B 
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D.  Hold the 2nd nut tight while steadily turning the nut closest to the end cap in a clockwise mo-

tion. This action will draw the Torq-Pin through the bails/ears.  Be careful not to apply to much 

pressure as this may damage the threaded hole in the end of the Torq-Pin. 

D 
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END CAP 

 

A.  To apply the end cap to the Torq-Pin, insert the provid-

ed dowel into the unthreaded hole in the end of the End 

Cap. Line up the dowel hole and the threaded hole of the 

End Cap with the dowel hole and the threaded hole on the 

end of the Torq-Pin. 

B.  Secure the End Cap to the Torq-Pin using steel socket cap 

screw  and lock washer (provided). It is recommended to use 

BLUE LOCK TIGHT on the cap screw. 

A 

B 
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CABLING 

_____________________________________________________________ 

A Jib cable is recommended between the Torq-Pin and the disconnect of 

your drive. Using a jib cable in this area will prevent damage to the main 

cable and is easier to replace in the event it does get damaged. 

_____________________________________________________________ 

A. Attach the Jib cable to the Torq-Pin. Be sure to  

align the pins inside the cable connector  

with the holes on the Torq-Pin connection. 

 D. Tuck and weave all cables in and behind the hydraulic lines running 

along the boom, zip tying into place as you go. At the end of the boom run 

the main cable between the body of the vehicle and the cab. 

Jib Cable 

Main Cable 

C. Attach either the extension cable if one 

is required, or the main cable to the other 

end of the Junction Box.  

Junction 

B1.  Attach the other end of the Jib 

cable to the Junction Box. 

B2.  In case of  no Junction box  and  

Jib cable  on the purchased package 

it is also possible to connect the  

main cable to the Pin directly.  

A 
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 E.  Attach the Pran Harness  (provided) to the main cable. Make sure to avoid pinch points when routing the 

Pran Harness inside the cab of the machine. 

F.  Decide where to mount the Pran Display, which will be convenient to the operator, close to a power source 

  G.  Use  the Ram Mount (provided) and attach it to the area inside the cab  that you have selected. 

Double Suction Cup Ram 
Triple Suction Cup Ram Mount 

H. Attach the Pran Harness to the Pran Display, then the Display to the Ram Mount. Ensure all connec-

tions are secure. 

I. Do a final check outside the cab to ensure the Torq-Pin and end cap are secured properly, and all ca-

ble connections are tight, with cabling free and clear of pinch points. 

   

________________________________________________________________________________ 

Warning: Protect the Pran Display by carefully following the recommendations below. 

When using the display always use the on/off switch on the harness to control power. Never dis-

connect the power by pulling the plug from the power source. This can result in corruption of data 

stored in your Display. 

Do not tap on the screen of the Pran Display with any object other than your finger. Hard or point-

ed objects may damage the screen. 

Important Note: The Pran Harness is configured to shutdown Windows CE correctly when power 

was turned off by the switch, however it is not recommended to unplug the main source of supply 

as it will not support the proper shut-down of windows CE operating software and may lead to da-

ta corruption. See Pran Display Operating Manual for complete instructions. 
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